








 

7. CONFIGURATION
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7.1. TT-208-AS Configuration by LCD Menu 

User can configure TT-208-AS by manual, via LCD dan switch button on the front panel.

1. Current Time And Status Of Channel Display

TUE  ,   
08 : 55       1 _ _ _ _ _ _ _ P 1

10   MAR      2015

Day Date Month Year

Time ( Hour : Minute ) Status of channel Index of program 

Display will refresh every 1 minutes and when status of channel change.

Status of channel:
・ Active : Will display number of related channel.

・ No active : Will display  symbol "_".

2. Entry Password

TT-208-AS have password protection when you want to configure device. Have 4 digit password protection 
(Factory default: "1234"). In Current time and status of channel display, press "MENU" switch and then will 
show Password display. Press "PREV" or "NEXT" switch for navigation or move cursor, "-" and "+" switch 
for change value (decrease or increase). "SET" switch for execute password and "CANCEL" for back to 
Current time and status of channel display.

10

[Rear]

[Front]

PASSWORD:   
[ 0 _ _ _ _ ] [ Set ]

 

10. Setting Channel Output

Configration menu

   4 . F a c t o r y P r e s e t 
> 3 . U n i t         S e t t i n g 

Unit Setting menu

   4 . N e w    P a s s w o r d
> 3 . C h a n n e l   O u t

In configuration menu, select item "3. Unit Setting", and in unit setting menu, select item "3. Channel Out".                   
And then will show Setting channel output menu like below:                   
     
Setting channel output menu

> C h  1 :     N O
 C h  2 :     N O

   C h  3 :     N O
 C h  4 :     N O

   C h  5 :     N O
 C h  6 :     N O

   C h  7 :     N O
 C h  8 :     N O

Press "PREV" or "NEXT" switch for navigation or select index of channel, "-" and "+" switch for change 
value (decrease or increase), "SET" switch for save parameter of channel output and "CANCEL" for back to 
Unit setting menu.

Note:
・ NO : Channel output is Normally Open.

・ NC : Channel output is Normally Close.

Default : NO (Normally Open)

11. Change New Password

Configration menu

   4 . F a c t o r y P r e s e t 
> 3 . U n i t         S e t t i n g 

Unit Setting menu

  > 4 . N e w    P a s s w o r d

In configuration menu, select item "3. Unit Setting", and unit setting menu, select item "4. New Password", 
then will show New password menu like below:

New password menu

  [ 0 _ _ _ _ ]
New Password

          [ Set ]

Press "PREV" or "NEXT" switch for navigation or move cursor, "-" and "+" switch for change value 
(decrease or increase) "SET" switch for save new password and "CANCEL" for back to Unit setting menu. 

12. Factory Preset

Configration menu

   > 4 . F a c t o r y  P r e s e t 
Factory preset menu

  F a c t o r y       P r e s e t II

  C o n f i r m ?             [ Set ]   5. Exit

In configuration menu, select item "4. FactoryPreset", and then will show factory preset menu.
Press "SET" switch for execute preset, and "CANCEL" for back to Configuration menu. 
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8. Setting Status Device 

Configration menu

   4 . F a c t o r y P r e s e t 
> 3 . U n i t         S e t t i n g > 1 . T T - 2 0 8  S t a t u s

   2 . S i n c        M o d e 

Unit Setting menu

In configuration menu, select item "3. Unit Setting", and in unit setting menu, select item "1. TT-208 Status".
And then will show Select status menu like below:                   
       

   2 . Master
> 1 . Slave 

Select status menu 

Press "PREV" or "NEXT" switch for navigation or select status of device,"SET" switch for save status 
parameter and "CANCEL" for back to Unit setting menu.                  
           

・
・

Note:

Slave  Device as slave, only catch synchronize signal from master device. 
 Device as master, will send synchronize signal to slave device.
:
:Master

Importance

When device set as master, make sure connection from External master clock is unplug and synchronize 
function from PC setting software is disable (if USB cable connected to PC setting software).
Default: Master 

9. Setting Synchronize Mode  

Configration menu

   4 . F a c t o r y P r e s e t 
> 3 . U n i t         S e t t i n g > 2 . S i n c              M o d e 

   3 . C h a n n e l    O u t

Unit Setting menu

In configuration menu, select item "3. Unit Setting", and in unit setting menu, select item "2. Sync mode", 
then will show select synchronize mode menu like below: 

   2 . E x t e r n a l 
> 1 . T T    M a s t er 3 . P C  M a s t e r 

Select syncronize mode menu 

Press "PREV" or "NEXT" switch for navigation or select synchronize mode,                    
"SET" switch for save parameter of synchronize mode and "CANCEL" for back to Unit setting menu.  

Importance

When synchronize mode set to TT Master, make sure connection from External master clock is unplug and                   
synchronize function from PC setting software is disable (if USB cable connected to PC setting software).                   
And status of device as master.                   
    

・

When synchronize mode set to External and PC Master, make sure set status of device as slave.                  
            

・
Default: TT Master
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3. Setting Current Time

>

Configuration menu

1.  Basic   Setting
2.  Event   Setting

Basic setting menu

1.  Time Setting
2.  Manual Active 

>

In configuration menu, select item "1. Basic Setting" and in basic setting menu, select item "1.Time Setting". 
And then will show setting current time display like below:

TUE     
08 : 55

[ S e t ]

Day 

Date Month Year

1 0 / 0 3 / 2 0 1 5

Hour Minute

Press "PREV" or "NEXT" switch for navigation or move cursor. "-" and "+" switch for change value 
(decrease or increase) and "SET" switch for set new current time and "CANCEL" for back to Basic setting 
menu.

4. Manual Activation And Stop Activation 

Configuration menu

1.  Basic   Setting
2.  Event   Setting

Basic setting menu

2.  Manual Active
3.  Firmware Ver.

>

>

Activation menu

1.  Activation
2.  Stop

In configuration menu, select item "1. Basic Setting", in basic setting menu, select item "2. Manual Active",
and activation menu, select item "1. Activation" for manual activation, or select item "2. Stop" for stop 
activation.

Manual activation 

Channel   : 0 1
Audio

>
: None

Output   
: 01

>

[ Set ] / [ Cancel ]

 : Level
 Length

Stop ActivationChannel : 01> Stop
[ Set ] / [ Cancel ]

Press "PREV" or "NEXT" switch for navigation or move cursor, "-" and "+" switch for change value (increase
or decrease), "SET" switch for activate by manual or stop activation and "CANCEL" for back to Activation 
menu.

・
・
・

・

Note:
 Channel 
 Audio 　
 Output　 

 Length  

If Output is Pulse, will show "-". Can't modify, fixed 5 second.

 Range from channel 1 to channel 8.
  None (without audio output) or WC (audio output : westminster chime). 
  Level (duration time of activation : depend of parameter Length), or Pulse (duration time of 
  activation : 5 second).

If Output is Level, range of value 1 - 99 minutes.

 :
 :
 :

 :     
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5. View Firmware Version

>
Configuration menu

1.  Basic   Setting
2.  Event   Setting

Basic setting menu

3.  Firmware Ver.>

In configuration menu, select item "1. Basic Setting", and in basic setting menu, select item "3. Firmware Ver.", 
and then will show firmware version display like below: 

T T - 2 0 8
Version                    1 . 0 . 0

[ C a n c e l ]

Press "CANCEL" for back to Basic setting menu.

6. Make Event Of Program

Configuration menu

3.  Unit     Setting 
2.  Event   Setting

Event setting menu

 1.  Make Program>>
 2.  ProgramSelect

In configuration menu, select item "2. Event Setting", and in event setting menu, select item "1. Make Program",                    
then will show select index program and channel menu like below: 

Select index program and channel menu

Channel      :       08 
Program     :       01> [ Set ] / [ Cancel ]

Select index of program and channel, press "CANCEL" for back to event setting menu and "SET" for view list
of step menu. List of step menu display will show like below:

List of step menu

Step - 02 : Empty
Step - 01 : Ready >

Press "PREV" or "NEXT" switch for navigation or select index of Step, "SET" for select index step of 
program and "CANCEL" for back to Select index program and channel menu. 

・
・

Note:
Ready 
Empty 　

Any existing program in related step.
 New program.
:
:

Ready program menu

[  E d i t  ] - [ D e l e t e ]
CH : 01  Step : 80 

Empty program menu

[ Set ]
CH : 01  Step : 80 
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Press "PREV" or "NEXT" switch for navigation or select Add, Edit or Delete, "SET" for execute Add, Edit or 
Delete program. If select Add or Edit, display will show like below: 

LEVEL    01   S M T W T F S

Output

Hour

2 3 : 5 9  WC  - O O O O O -

Add or Edit program menu 

Length Day 

Minute Audio message

Press "PREV" or "NEXT" switch for navigation or move cursor, "-" and "+" switch for change value 
(decrease or increase), "SET" switch for save parameter of program and "CANCEL" for back to Ready or 
Empty program menu.                     

・

・

・
・
・
・

Note:

Output  Level (duration time of activation : depend of parameter Length), or Pulse (duration time of 
 activation : 5 second)
:

:

:
:
:
:

Length if Output is Level, range of value 1 - 99 minutes
if Output is Pulse, will show "-". Can't modify, fixed 5 second.

Hour
Minute

range 0 - 23 
range 0 - 59 

Audio NO (without audio output) or WC (audio output : westminster chime)
Day "-" means not active on related day.

"O" means active on related day.

・ S  : Sunday    
・ M : Monday    
・ T  : Tuesday    
・ W : Wednesday    
・ T  : Thursday    
・ F  : Friday    
・ S  : Saturday    

Delete program menu

C H : 0 1            S t e p : 01 
C o n f i r m :          [ S e t ] 

Press "SET" for confirm delete related step of program, 
"CANCEL" for back to Ready or New program menu.

7. Select Index Of Program 

Configration menu

> 2 . E v e n t     S e t t i n g 
   3 . U n i t         S e t t i n g 

In configuration menu, select item "2. Event Setting", and event setting menu, select item "2. ProgramSelect", 
then will show program select menu like below:

A c t i v e         P r o g r a m  
   No . [ 01 ]                 [ S e t ]

Program Select menu

Press "-" and "+" switch for change index of program, "SET" switch for save index of program and "CANCEL" 
for back to Event setting menu. 
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 > 2.  ProgramSelect


